
NAFTA  
WELL SERVICES

-	 Primary pump for Rig operation
-	 SPM TWS 600S service pump. 
-	 Max pressure 350 bar.
-	 Max flow rate 1200 l/min at 100 bar
-	 Included hydraulic crane. Max performance 

1530 kg at 12,25 m. Max load 4800 kg

-	 electronical system for monitoring and re-
cording (per 1 second) of workover param-
eters (weight on hook, rotary table torque 
and rpm, workover fluid flow and pressure, 
trip tank level, alarms, etc.)

-	 backup for Martin-Decker rig instrumentation
-	 installed on the drilling floor
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 Well interventions: 	  
Workowers
P&A jobs	
			 
Standard Rig contractor  
providing WO rig with all necessary acces-
sories for job.

 Workover crew:	  
IWCF certification for all key personnel

 
Complete package of services  
covering other necessary subservices like 
cementing, mud, milling, etc for providing 
complete services via one contractor. 

Heavy interventions Rig

DRILLMEC  
MR 4000 DB
Authorized by Mining Authority  
in Clausthal-Zellerfeld.

HYDRAULIC 
PIPEHANDLER

RIG

-	 increases the level of safety and automa-
tion during transferring of drill pipes and 
tubing from pipe racks to drill floor

-	 suitable for tubulars with OD  
from 2 3/8” to 4 ½”, Range II

-	 remote controlled
-	 hydraulically fed with independent HPU

-	 modern mobile workover rig  
built on Tatra carrier

-	 manufactured in 2013 by Drillmec S.p.A. 
in Piacenza (Italy)

-	 designed and manufactured according 
ATEX, API standards and CE certified

-	 regular max. hook load - 90 t 
-	 Maximum exceptional hook load  

( DE ) – 105 t
-	 300 HP drawworks with disc, auxiliary 

and safety brakes
-	 total height in working position – 32,6 m 
-	 internal guyline (anchoring) system  

and compact layout
-	 substructure height 4,8m, equipped with 

the BOP handling system


